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Accessories bag contents: 

  12 x TPS M6 x 16 CE Nickel-plated screw cod. 2.652941.06 

 
6 x ABS cap mm 50 x 50 d. 946 cod. 2.552694.xx 

 
2 x ABS cap mm 50 x 50 d. 946 F cod. 2.552694.xx 

 4 x White adhesive felt pad 35 x 35 x 3 cod. 2.653467.01 

 6 x Bumper D. 12x12.8 PF3 T. flat cod. 2.553077.13 

 1 x Galvanized hex key n ° 4 cod. 2.553061.02 

 
1 x Galvanized hex key n ° 3 cod. 2.6520171.02 

Box contents: 

 

4 x 
Leg mm 726 
p.946 with joint 
(2 x left / 2 x right) 

cod. 3.2014185.xx 

 

1 x Complete frame with extensions  

    

TPS M6 x 16 CE Nickel-plated screw 
 

Part with holes downwards 

Align the leg with the pre-assembled joint 
on the crosspiece until the holes on the 
joint match up with those on the 
crosspiece. Now insert the 3 TPS M6 x 16 
screws and screw them in. Repeat the 
same operation with the 4 legs of the table, 
paying attention to the correct positioning 
of the left and right legs. 

Right Leg 
Left leg 

Left Leg 

Right leg 
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For glass version table  
Insert the 6 bumpers in the 
respective 6 holes on the 
external guides and place the 
top on them, taking care to 
match the pads glued to the 
glass to the holes in the caps 
on the fixed leg bridge. 
 

Cap 
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Glue the adhesive felt pads 
under the caps that rest on 
the ground. 

Bumpers 

Adhesive 
felt pad 

For wooden version 
tables, screw the top to the 
frame using the appropriate 
screws from below. 
 

Perforated cap 

Fixed leg 
bridge 

Perforated cap 

Pad glued to the glass 
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Insert the caps at the 2 ends of 
each of the 4 legs, taking care to 
insert the 2 perforated caps on the 
fixed leg bridge. 

Top height adjustment 
To adjust the alignment of the 
top with the extension, use the 
dowel that adjusts the position 
of the bumper with a 3mm Allen 
key. 

Headless Screw 

Bottom 
view 


